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D
ue to our policy of constant product im

provem
ent, B

ow
ens International Ltd reserves the right to change equipm

ent specifications at any tim
e and w

ithout notice.
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C
ontents

S
afety N

otes

O
p

eration

G
eneral Features

Introd
uction

D
ear Valued

 C
ustom

er,

W
elcom

e to the w
orld

-w
id

e fam
ily of B

ow
ens eq

uip
m

ent users, and
 congratulations on selecting

the 
unilite. 

The 
unilite 

has 
b

een 
d

esigned
 

to 
the 

sam
e 

high 
stand

ard
s 

that 
has 

b
ecom

e
synonym

ous w
ith the B

ow
ens b

rand
. The unilite is a sim

p
le, easy to use continuous light source

that is id
eal for any p

hotograp
hic or vid

eo stud
io. For d

etails of all related
 p

rod
ucts, p

lease contact
your local d

istriub
utor; a list of w

hich can b
e found

 at w
w

w
.b

ow
ens.co.uk

In ord
er to ob

ain the full b
enefit from

 your p
urchase, p

lease take a few
 m

om
ents to fam

iliarise
yourself w

ith this user guid
e.

·
The unilite m

ust not b
e used

 in an environm
ent w

here m
oisture or flam

m
ab

le vap
our is likely to 

com
e into contact w

ith the unit. A
 fire hazard

 exists if flam
m

ab
le m

aterials are p
laced

 in close 
p

roxim
ity to the lam

p
 w

hen in use.
·

D
o not ob

struct the airflow
 around

 the unit and
 keep

 all vents clear at all tim
es.

·
D

isconnect from
 m

ains and
 allow

 to cool b
efore fitting/rem

oving acessories or changing 
fuse/lam

p
. N

ever rep
lace the fuse w

ith a d
ifferent typ

e or rating. A
 sp

are fuse is contained
 in the

fuse hold
er.

·
A

void
 p

lacing cab
les w

here they can b
e trip

p
ed

 over. P
rotect from

 heavy, sharp
 or hot ob

jects. 
·

D
am

aged
 cab

les m
ust b

e rep
laced

 im
m

ed
iately.

·
A

 fire hazard
 exists if lam

p
s other than those sp

ecified
 are used

.

S
elect a stand

 or system
 to sup

p
ort the w

eight and
 d

im
ensions to ensure stab

le op
eration of the

unit. E
nsure that the m

ounting b
racket screw

 is fully tightened
. The angle of the head

 m
ay b

e set
using the locking hand

le, alw
ays sup

p
ort the unit b

efore releasing the hand
le and

 never force
ad

justm
ent w

ithout releasing the hand
le.

U
se the m

ains lead
 sup

p
lied

 b
y your B

ow
ens d

ealer to connect to a suitab
le m

ains sup
p

ly -
220/240V

 50/60H
z or 110/130V

 50/60H
z.

N
ote: light outp

ut w
ill im

p
rove after the lam

p
 has b

een sw
itched

 on for a few
 m

inutes.

The B
ow

ens unilite is a continuous light source em
p

loying a lightw
eight reflective canop

y. The unit
is sup

p
lied

 w
ith a d

aylight 6400K
 lam

p
 suitab

le for vid
eo stud

ios or d
igital p

hotograp
hy. The light

outp
ut from

 the U
ni-Lite can b

e softened
 w

hen req
uired

 using the sup
p

lied
 fab

ric d
iffuser.

Features Includ
e:

·
100W

 com
p

act fluorescent lam
p

, eq
uivalent to a 500W

 incand
escent lam

p
.

·
A

d
justab

le m
ounting b

racket to fit 16m
m

 sp
igot for stand

 or 
overhead

 m
ounting.
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H
ow

 To A
ssem

b
le: unilite

unilite S
p

ecifications

S
T

E
P

 1 - Firstly secure the
unilite 

to
 

yo
ur 

stand
 

o
r

sup
p

ort system
 and

 p
ut the

canop
y 

over 
the 

head
 

as
show

n ab
ove.

S
T

E
P

 
2 

- 
To

 
attach 

the
canop

y 
to 

unilite 
use 

the
rod

s 
p

rovid
ed

. 
To 

secure
the rod

s first insert through
corner tab

s as d
etailed

 in
the p

icture ab
ove.

S
T

E
P

 3 - N
ext, ensure that

the 
ro

d
s 

are 
inserted

through the retaining loop
s

insid
e canop

y w
hile m

aking
sure 

the 
rod

s 
are 

secure
insid

e the unit.

S
T

E
P

 4 - R
ep

eat step
s 2 &

3 for all four rod
s until your

unilite ap
p

ears the sam
e as

the p
icture show

n ab
ove.

S
T

E
P

 5 - N
ext hold

 on to a
corner tab

 and
 the rod

 and
p

ull the corner tab
 over the

rod
. R

ep
eat for three of the

corners.

S
T

E
P

 7 - N
ext, loop

 velcro
over the tab

 and
 p

ull until
the canop

y is secure over
the rod

.

S
T

E
P

 8 - O
nce your canop

y
is in p

lace, gently screw
 the

lam
p

 into the unilite m
aking

sure to hold
 onto the b

ase
of 

the 
lam

p
 

and
 

not 
the

glass.

S
T

E
P

 
6 

- 
F

o
r 

the 
final

corner tab
 a strip

 of velcro
has b

een p
rovid

ed
 to allow

for easy assem
b

ly. S
im

p
ly

attach as show
n ab

ove.

S
T

E
P

 
9 

- 
For 

ad
d

itional
lig

hting
 

co
ntro

l 
a 

fab
ric

d
iffuser has b

een includ
ed

to soften light outp
ut. To

use sim
p

ly attach using the
velcro corners to secure to
canop

y.

M
axim

um
 P

ow
er

100W

Lam
p

 (230V
)

B
W

3377
100W

 C
om

p
act Fluorescent

(6400K
)

Lam
p

 (117V
)

B
W

3372
100W

 C
om

p
act Fluorescent

(6400K
)

S
up

p
ly Voltage

220-240V
  50/60H

z (B
W

3370)
110-130V

  50/60H
z (B

W
3375)

Fuse
3.15A

 (F) 20m
m

 H
R

C

D
im

ensions
(includ

ing b
racket &

 canop
y)

460m
m

 - 18”    (h)
460m

m
 - 18”    (w

)
340m

m
 - 13.5” (d

)

W
eight

1.45K
g / 3.2lb

P
E

R
FO

R
M

A
N

C
E

Illum
inance (Lux)

@
1m

@
2m

@
3m

w
ithout d

iffuser
1600

450
200

w
ith d

iffuser
900

220
95

w
w

w
.bow
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unilite+
 S

p
ecifications

H
ow

 To A
ssem

b
le: unilite+

M
axim

um
 P

ow
er

200W

Lam
p

 (230V
)

B
W

3391
200W

 C
om

p
act Fluorescent

(6400K
)

Lam
p

 (117V
)

B
W

3396
200W

 C
om

p
act Fluorescent

(6400K
)

S
up

p
ly Voltage

220-240V
  50/60H

z (B
W

3390)
110-130V

  50/60H
z (B

W
3395)

Fuse
3.15A

 (F) 20m
m

 H
R

C

D
im

ensions
(includ

ing b
racket &

 canop
y)

508m
m

 - 20”    (h)
508m

m
 - 20”    (w

)
520m

m
 - 20.5” (d

)

W
eight

2.4K
g / 5.29lb

s

P
E

R
FO

R
M

A
N

C
E

Illum
inance (Lux)

@
1m

@
2m

@
3m

w
ithout d

iffuser
2700

700
330

w
ith d

iffuser
1250

330
150

w
w

w
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S
T

E
P

 1 - Firstly secure the
unilite 

to
 

yo
ur 

stand
 

o
r

sup
p

ort system
 and

 p
ut the

canop
y 

over 
the 

head
 

as
show

n ab
ove.

S
T

E
P

 
2 

- 
To

 
attach 

the
canop

y 
to 

unilite 
use 

the
rod

s 
p

rovid
ed

. 
To 

secure
the rod

s first insert through
corner tab

s as d
etailed

 in
the p

icture ab
ove.

S
T

E
P

 3 - N
ext, ensure that

the 
ro

d
s 

are 
inserted

through the corner tab
s and

are secured
 insid

e the unit
as p

ictured
 ab

ove.

S
T

E
P

 4 - R
ep

eat step
s 2 &

3 for all four rod
s until your

unilite ap
p

ears the sam
e as

the p
icture show

n ab
ove.

S
T

E
P

 5 - N
ext hold

 on to a
corner tab

 and
 the rod

 and
p

ull the corner tab
 over the

rod
. R

ep
eat for all four of

the corners.

S
T

E
P

 
6 

- 
O

nce 
all 

four
co

rner 
tab

s 
are 

secured
over the rod

s your unilite
should

 ap
p

ear as show
n in

the p
icture ab

ove.

S
T

E
P

 7 - N
ext, gently screw

the 
lam

p
 

into
 

the 
unilite

m
aking 

sure 
to 

hold
 

onto
the b

ase of the lam
p

 and
not the glass.

S
T

E
P

 
8 

- 
O

nce 
yo

ur
cano

p
y 

and
 

lam
p

 
have

b
een assem

b
led

 your unilite
sho

uld
 

ap
p

ear 
as 

sho
w

n
ab

ove.

S
T

E
P

 
9 

- 
For 

ad
d

itional
lig

hting
 

co
ntro

l 
a 

fab
ric

d
iffuser has b

een includ
ed

to soften light outp
ut. To

use sim
p

ly attach using the
velcro corners to secure to
canop

y.


